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The present invention relates to new and use- 
ful Improvements in work holders designed pri- 
marily for use by painters for holding storm sash, 
screens or the like, in a convenient position while 
painting the same. 
An important object of this invention is fo 
provide a work holder including a clamp engag- 
ing the opposite side edges of the work and a wall 
bracket pivotally supporting the clamp for turn- 
ing the work into a desired position while paint- 
ing the same. 
A further object of this invention is to lrovide 
an ad, justable work holding clamp to accommo- 
date storm sash or screens of various widths or 
sizes. 
A still further object is to provide a device of 
thls character in simple and practical construc - 
tion, which is strong and durable, relatively in- 
expensive fo manufacture and otherwise well 
adapted for the purposes for which the same is 
intended. 
Other objects and advantages reside in the de- 
tails of construction and operation as more fully 
hereinafter described and claimed, reference be- 
ing ha fo the accompanying drawings forming 
part hereof, wherein like numerals refer fo like 
parts throughout, and in which: 
Figure 1 is a front elevational view showing a 
storm sash secured in position in the work hold- 
ing clamp; 
Figure 2 is a side elevational view; 
Figure 3 is a top plan vlew; 
Figure 4 is a front elevational view of the work 
holding clamp per se; 
Figure 5 is a longitudinal sectional view there- 
of; 
Figure 6 is an enlarged side elevational view 
of the resilient abutment for the work carried 
by the clamp; and, 
Figure 7 is an enlarged perspective view of the 
wall bracket. 
Referring now fo the drawings in detail, where- 
in for the purpose of illustration, I bave disclosed 
a preferred embodiment of the invention the nu- 
meral § designates the work holding clamp gen- 
erally and which comprises a pair of telescopical- 
ly connected tubes 6 and ./ secured in extensible 
position vith respect to each other by means of. 
a thumb or set screw 6 carried by the outer tu- 
bular member 6 and threaded into openings 9 
of the inner tubular member. 
The outer ends of tubular members 6 and ./are 
bent angularly in a forward direction as shown 
at ! 0 and ! ! and in which are threaded clamp- 
ing screws !2 and !3 having pointed inner or op- 
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2 
posed ends ! 4 and hnd gripping bars ! § Ut their 
outer ends. 
One or more pivot pins !6 are threaded in the 
tubular member 6 to project rearwardly there- 
5 from for selective insertion in an opening or bore 
!./ extending longitudinally in a block as suit- 
 ably secured on the lower horizontal leg !9 of 
an L-shaped wall bracket 2{} which is formed 
with a pair of key hole slots 2! in its vertical leg 
10 22 for receiving headed pins 23 projecting from 
a wall or other suitable vertical supporting struc- 
ture 24. A resilient abutment or stop 2§ of strap 
metal is welded or otherwise secured at its cen- 
tral portion to a collar 26 slidably mounted on the 
15 tubular member 6 and with the ends of the abut- 
ment or stop 26 curved forwardly and outwardly, 
as shown af 2"/. The collar 26 is secured in ad- 
justed position on tubular member 6 by means of 
a thumb or set screw 20. 
20 In the operation of the device the tubular 
members 6 and ./ are adjusted to position the 
forwardly projecting arms !0 and !! from each 
other the approximate width of the work 25, such 
as a storm sash or window screen which is en- 
25 gaged substantiaily af its central side portion by 
the pointed ends !4 of the clamping screws !2 
and !3 and with the abutment or stop 2§ posi- 
tioned behind the work af one side thereof to 
prevent swinging or tilting movement of the work 
3O in the work holding clamp. One of the pivot pins 
!6 is then inserted in the opening !./of the Wall 
bracket 2{} to balance the work holding clamp § 
with the work 29 therein on the wall bracket. 
The outer surface of the work 29 may then be 
35 painted or cleaned and upon completion thereof, 
the work holding clamp § is removëd from the 
.work and placed ai the reverse side of the lat- 
ter aad again mounted in the wall bracket 2{} 
for painting or cleaning the other surface of the 
4O work. 
During the painting or cleaning of the work 
 the work holding clamp § may be turned on the 
pivot pin !6 to position the work in ifs most con- 
venient position. 
45 In view of the foregoing description taken in 
conjunction with the accompanying drawings, it 
is believed that a clear understanding of the de- 
vice will be quite apparent to those skilled in this 
art. A more detailed description is accordingly 
50 deemed unnecessary. 
It is to be understood, however, that even 
though there is herein shown and described a 
preferred embodiment of the invention the same 
is susceptible to certain changes fully compre- 
55 hended by the spirit of the invention as herein 
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described and the scope of the appended clalm. 
Having described the invention, what is claimed 
as new is: 
A work holder comprising a U-shaped clamp, 
said clamp being formed of two extensibly con- 
nected tubular L-shaped members, means on one 
of said L-shaped members for rotatably suspend- 
ing said clamp and a work piece therein from a 
support,. ozkrclamli screwa whicl.aze, axiall 
aligned wïth s1c each otïxoe andcaqt e 
the ends of the clamp for engaging the side edges 
of the work piece, means for releasably locking 
said members in selected positions_ to vary the. 
distance between said screws,  clrsdlr . 
rotatably carried by one of said L-sïrleffrrfcn - 
bers, means carried by the collar an-1ldiu the 
saine in slidable and rotatably adjusied pos!tion 
'on said one member, and .StOl» cRTrie@ lr-tli 
collar and including a pair of resilient xmshav 
ing free end portions adapted to contact the 
orkplece ,on one surfce/thexeof, fo prenent .fo- 
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tative movement of the workpiece about the axis 
of said screws. 
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